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Abstract

This paper explores the performance of object localization
using chipless tags. We show that it is possible to localize a
tag (or an object attached to it) by measuring the phase off-
set between a known position and the position to estimate.
This method provides a better accuracy compared to classi-
cal ones based on received signal strength indicator (RSSI).
We show that sub-millimeter precision can be achieved for
distance measurement with a correct localization probabil-
ity higher than 99%. These results point the way toward
new user interfaces using chipless tags which can be con-
tactless and 3D.

1 Introduction

RFID technology is a mature technology to identity items.
A single 0.3 $ RFID chip contains a 96 bits electronic prod-
uct code used to uniquely identify a tag. However classi-
cal RFID technology suffers form its cost which is too ex-
pensive for a large number of applications. Chipless RFID
technology offers an alternative and a complementary so-
lution to classical RFID and can permit to drastically de-
crease tag cost. In chipless RFID, tags do not include a chip
to store information neither to modulate the backscattered
signal. Instead, the information is directly encoded inside
the tag structure. A lot of effort have already been done
to increase the coding capacity and the robustness of the
reading. In this paper, we focus on adding new functional-
ities to chipless tags. Sensing physical quantities (temper-
ature, material permittivity, location...) is one of the most
promising capability. The objective of this paper is to lo-
calize an object on a 2D plan using a chipless tag. Since
the tag is attached to the object, the problem is equivalent
to find the position of a chipless tag on a 2D plan. Local-
ization using chipless tags have already been investigated in
the literature. In [1], authors have realized localization by
using round-trip time-of-flight and linear least square (LLS)
approximation to solve the tri-lateration problem. This ap-
proach uses 3 different antennas and is based on the struc-
tural mode of the tag to determine the distance informa-
tion. In [2] author has used the phase of the reflected signal
to measure distance variation with sub-millimeter accuracy
along a single direction. Moreover, in [3] authors have de-
termined localization of a chipless tag using an attenuation
based method. This method provides an absolute position-

ing but suffers from a relatively low accuracy. In this paper,
we propose a new method to localize a chipless tag on a 2D
plan. This method uses a single antenna and relies on the
phase measurement of the antenna mode of the tag to esti-
mate the distance between a fixed point and all resonators.
This information is then used to precisely localize the tag.
Finally, this sensing functionality do not come at a price of
a loss in coding capacity for the identification functionality
(the tag can still be used to identify an item with the same
coding capacity). Thus, the results presented in this paper
could be apply with any tag.

The following section presents the principle of the Chipless
RFID technology. Section 3 introduces the analytical model
which permits determining the distance between the tag and
the reference position. Measurement bench and results are
presented in Section 4 before concluding.

2 Chipless Tag

Chipless tags are classically composed by multiple res-
onators [4]. Each resonator is a simple structure whose the
resonant frequency mainly depends on a simple parameter
(typically its length). Combination of multiple resonant fre-
quencies are classically used to identify a chipless tag. Each
resonator can backscatter power preferentially at its reso-
nant frequency; so in order to determine the characteristics
of a given tag, a reader has to realize two different opera-
tions:

• on the emitter side, transmitting power toward the tag
(pulse or harmonic sweep);

• on the receiving side, estimating the power spectral
density of the received signal to identify the frequen-
cies where the power is higher.

Thus, reading of a chipless tag relies on the magnitude of
the backscattered signal. However, the power spectral den-
sity does not contain all the information of the backscat-
tered signal. Many characteristics are also included in the
phase information. In the proposed solution, we exploit the
phase of the backscatter signal to obtain information on the
location of the chipless tag.



Figure 1. Channel model of the system, accounting for
displacement measurements with one chipless tag.

3 Analytical Model

Figure 1 presents the model of the transmission between the
reader and the tag [2]. The detection system is represented
by the block M. T and R represent respectively the trans-
mitting and the receiving path. Coupling between emitting
and receiving antenna is noted D and block C represents the
chipless tag. Since the tag can be located at a given distance
d form the antenna, blocks TC represent the phase offset due
to propagation.

From [2], a distance variation can be extracted by using
only 2 measurements M

′(d0)
vh and M

′(d1)
vh at 2 different loca-

tions d0 and d1, and a background measurement Ivh. Dis-
tance variation d1− d0 can thus be extracted and is equal
to:

d1−d0 =−
1
2k

angle

(
M
′(d1)
vh − Ivh

M
′(d0)
vh − Ivh

)
(1)

Note that this equation holds in cross-polarisation and only
at a resonant frequency. Moreover if one distance is known
(for example d0), absolute distance d1 can thus be deter-
mined In the following, this position at which the distance
is known is called the reference position. Finally, if the tag
contains more than one resonator, the distances can also be
determined independently for each resonator. The follow-
ing section describes the measurement bench used to local-
ize a chipless tag.

4 Results

In order to validate the model, measurements have been
done in real environment and are presented in figure 2. For
this, response of the tag has been captured using a 2 port an-
tenna (cross-polarization measurement). This dual-access
dual-polarization Satimo QH2000 antenna is connected to
the VNA ports 1 and 2 in the horizontal and vertical polar-
ization, respectively. The reference position has been taken
when the tag is straight upward the antenna at a height of
10 cm (see figure 2). Tag is then moved on a horizontal
square of 20cm side length (red square in figure 2), cen-
tered on the reference position by step of 1 cm on both axis.

Figure 2. Measurment bench in real environment for 2D
localization
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Figure 3. Response of the measured tag in magnitude at
the reference position (0,0).

For each position, 10 measures between 2.8 GHz and 8 GHz
with 201 points are recorded. The chipless tag we have cho-
sen for this study is a cross-polarization tag composed of 8
resonators. In [5], authors have shown that this tag has a
coding capacity of 19 bits. Classical response in magnitude
of this tag is presented in figure 3. This response has been
obtained after removing the environment response Ivh (i.e.
without the tag) and without using time gating. The eight
resonant frequencies, corresponding to the eight resonators
are clearly visible on the magnitude response. Shorter res-
onators correspond to higher resonant frequencies. The lo-
cation of these peaks is used to realize the identification
function of the tag.

We have shown from the previous section that it is possi-
ble to determine theoretically the distance variations be-
tween two positions and also the absolute distance form
the antenna (by using the reference position). In this part,
the phase at the resonant frequency of the first resonator
(3.19 GHz) and last resonator (6.78 GHz) of the received
signal is determined for each position (x and y). The refer-
ence position (0,0) has been chosen at the origin (above the
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Figure 4. Phase variation as a function of the position on
the plan, (a) for the first resonant frequency (3.19 GHz),
(b) for the 8th resonant frequency (6.78 GHz), (c) between
first and second peak (3.39 GHz), (d) after the 8th peak
(7.70 GHz).
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Figure 5. Distance estimation for 4 resonators (plain) and
theoretical distance (dashed) as a function of X .

antenna). Results are shown in figure 4. For comparative
purpose, the plot has been also realized for frequencies out-
side the peak apex (3.39 GHz and 7.70 GHz). For the two
resonant frequencies, phase exhibits concentric patterns due
transitions between±π (phase wrapping) whose period de-
pends on the wavelength. Moreover, pattern center cor-
responds to the position where the given resonator is the
closest to the antenna (positions are different because res-
onators are not located at the same place, see figure 3). On
the other side, phase for non-resonant frequencies presents
unpredictable behavior (but remains deterministic).

From this result, we can now estimate the distance varia-
tions between the reference position and the unknown posi-
tion. But, before applying (1), phase need to be unwrapped
by adding multiples of ±2π to compensate the variations
observed in figure 4. This unwrapping has to be done
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Figure 6. Histogram of the distance error considering
ML estimator extracted form resonant frequencies (red) and
non-resonant frequencies (blue)

jointly along x and y axis. Absolute distance for each res-
onator can thus be estimated by adding the distances ob-
tained from the reference position (which are known) and
the distance variations. Figure 5 presents the distance be-
tween resonators 1, 2, 3, 4 and the antenna when we move
the tag along x axis form x = 0 to x = 50 mm. Theoret-
ical distance is also presented on the same plot. The two
lower curves correspond to the two inner resonators which
are closer in distance form the antenna and the two upper
curves correspond to the two outer resonators. We can also
see that the distance predicted with (1) is very close to the
theoretical distance. In order to estimate the accuracy of our
measure, we have computed the variance of the error be-
tween different measurements for the same location. This
variance for all resonators is less than 20µm (this result do
not take into account error due the position of the refer-
ence).

Since distance measurement has been validated, we can
now use these results to estimate the location of the chip-
less tag on a 2D plan. As the relative positions between
resonators are known (see figure 5), and distances between
resonators and the antenna can be extracted as previously
shown (from measurement), it is possible to localize the tag
using multilateration algorithms. Solutions have been de-
veloped in [6] and [7] but remain relatively complex. In the
following, we consider a simpler approach based on Max-
imum Likelihood (ML) estimator over a discrete set AP of
locations:

P̂ = argmin
AP

8

∑
i=1

(dui−dki)
2 (2)

where P̂ is the estimated coordinates, dui and dki are respec-
tively the distance between the antenna and the ith resonator
for the unknown location (u) and for a known location (k)
stored in a database (for example (0,0)). This database is
composed by the eight distances between the resonators
and the antenna for all measured positions. Then, we se-
lect a random location (considered as unknown) and we es-



timate the distances from the antenna. Finally, we compare
these eight distances to our database to select the location
which is closest (in term of mean square error) to the un-
known one . Figure 6 presents the histogram of distance
error considering the ML estimator. Red bars corresponds
to the case where distances are computed at the resonant
frequencies. In this case, we can see that the position is
correctly estimated in 99.04% of the cases (which represent
441 different positions). When estimation fails, errors are
located near the exact position (1 cm apart). On the other
case, blue bars present the error location when distances are
computed on non-resonant frequencies (as explained in [2],
this is due to the fact that the validity range of (1) is limited
in the neighborhood of the tag resonance frequency). We
can see that, the error is higher in probability and values.

5 Conclusion

In this paper we have shown that we can successfully lo-
calize a chipless tag using phase measurement. This local-
ization can be realized without loosing the coding capac-
ity since the same resonators are used for identification and
sensing. Moreover, we have shown that the accuracy of our
proposed method is very good since distances are measured
with a millimeter precision. Finally, we have developed a
simple maximum likelihood estimator to localize a tag on a
plan. The estimator performance can return the correct lo-
cation in more than 99% of the cases. Finally, this methods
can easily be extended to determine 3D positioning and/or
orientation.

References

[1] NC. Karmakar, “Chipless RFID tag localization”
IEEE Transactions on Microwave Theory and Tech-
niques November 2013 Nov.

[2] E. Perret, “Displacement Sensor Based on Radar
Cross-Polarization Measurements,” IEEE Transac-
tions on Microwave Theory and Techniques, 2017,
vol. 65(3), pp. 1-12.

[3] N. Barbot, E. Perret, “Gesture recognition with the
chipless RIFD technology,” 32nd URSI GASS, August
2017.

[4] E. Perret, “Radio Frequency Identification and Sen-
sors: From RFID to Chipless RFID” John Wiley &
Sons, December 2014.

[5] A. Vena, E. Perret, and S. Tedjini, “A Depolarizing
Chipless RFID Tag for Robust Detection and Its FCC
Compliant UWB Reading System,” IEEE Transac-
tions on Microwave Theory and Techniques, 2013,
vol. 61, pp. 2982 - 2994.

[6] BT. Fang “Simple solutions for hyperbolic and related
position fixes”, IEEE transactions on aerospace and
electronic systems, September 1990, 26(5):748-53.

[7] DE. Manolakis “Efficient solution and performance
analysis of 3-D position estimation by trilateration,”
IEEE Transactions on Aerospace and Electronic sys-
tems, October 1996 32(4):1239-48.


